§39.69

(e) The licensee shall make a radi-
ation survey at the temporary jobsite
before and after each subsurface tracer
study to confirm the absence of con-
tamination.

(f) The results of surveys required
under paragraphs (a) through (e) of this
section must be recorded and must in-
clude the date of the survey, the name
of the individual making the survey,
the identification of the survey, instru-
ment used, and the location of the sur-
vey. The licensee shall retain records
of surveys for inspection by the Com-
mission for 3 years after they are
made.

§39.69 Radioactive contamination con-
trol.

(a) If the licensee detects evidence
that a sealed source has ruptured or li-
censed materials have caused contami-
nation, the licensee shall initiate im-
mediately the emergency procedures
required by §39.63.

(b) If contamination results from the
use of licensed material in well log-
ging, the licensee shall decontaminate
all work areas, equipment, and unre-
stricted areas.

(c) During efforts to recover a sealed
source lodged in the well, the licensee
shall continuously monitor, with an
appropriate radiation detection instru-
ment or a logging tool with a radiation
detector, the circulating fluids from
the well, if any, to check for contami-
nation resulting from damage to the
sealed source.

Subpart E—Security, Records,
Notifications

§39.71 Security.

(@) A logging supervisor must be
physically present at a temporary job-
site whenever licensed materials are
being handled or are not stored and
locked in a vehicle or storage place.
The logging supervisor may leave the
jobsite in order to obtain assistance if
a source becomes lodged in a well.

(b) During well logging, except when
radiation sources are below ground or
in shipping or storage containers, the
logging supervisor or other individual
designated by the logging supervisor
shall maintain direct surveillance of
the operation to prevent unauthorized
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entry into a restricted area, as defined
in §20.1003 of this chapter.

[52 FR8234, Mar. 17, 1987, as amended at 63 FR
39483, July 23, 1998]

§39.73 Documents and records re-
quired at field stations.

Each licensee shall maintain the fol-
lowing documents and records at the
field station:

(a) A copy of parts 19, 20, and 39 of
NRC regulations;

(b) The license authorizing the use of
licensed material;

(c) Operating and emergency proce-
dures required by §39.63;

(d) The record of radiation survey in-
strument calibrations required by
§39.33;

(e) The record of leak test results re-
quired by §39.35;
(f) Physical
quired by §39.37;

(g) Utilization records required by
§39.39;

(h) Records of inspection and mainte-
nance required by §39.43;

(i) Training records
§39.61(d); and

(J) Survey records required by §39.67.

inventory records re-

required by

§39.75 Documents and records re-
quired at temporary jobsites.

Each licensee conducting operations
at a temporary jobsite shall maintain
the following documents and records at
the temporary jobsite until the well
logging operation is completed:

(a) Operating and emergency proce-
dures required by §39.63.

(b) Evidence of latest calibration of
the radiation survey instruments in
use at the site required by §39.33.

(c) Latest survey records required by
§§39.67 (b), (c), and (e).

(d) The shipping papers for the trans-
portation of radioactive materials re-
quired by §71.5 of this chapter; and

(e) When operating under reciprocity
pursuant to §150.20 of this chapter, a
copy of the Agreement State license
authorizing use of licensed materials.

§39.77 Notification of incidents and
lost sources; abandonment proce-
dures for irretrievable sources.

(@) The licensee shall immediately
notify the appropriate NRC Regional

Office by telephone and subsequently,
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